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Indoor Model FTKM18PVMK* FTKM24PVMK FTKM28PVMK

Outdoor Model RKM18PVMK* RKM24PVMK RKM28PVMK

Nominal /Maximum Cooing Capacity (*1)(T1) Btu/h 18,000 / 20,500 24,000 / 29,500 28,000 / 32,000

Actual Maximum Cooling Capacity (*2) (T3) Btu/h 18,406 24,063 27,378

Nominal Cooling Input Power (*1)(T1) W 1,350 1,890 2,310

Nominal Cooling Input Power (*2)(T3) W 2,080 2,720 3,040

EER T1(*1)
W/W 3.91 3.72 3.55

Btu/h/W 13.35 12.70 12.10

EER T3 (*2) Btu/h/W 8.85 8.85 9.0

Star Rating

DGSM (Oman) 7.5 7.0 7.0

ESMA (UAE) 4 4 4

QS SASO (Qatar) 8 8 8

EWA (Bahrain) 6 6 6
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Air Flow
High l/s 342 367 420

High CFM 724 777 890

Sound Pressure Level High/Medium/Low/Quiet dBA 48/42/35/32 51/45/37/34 54/49/42/39

Dimensions HeightxWidthxDepth mm 340 x 1,050 x 259 340x1,200x259

Weight Kg 15 18
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Sound Pressure Level dBA 51 56 57

Dimensions HeightxWidthxDepth mm 695 x 930 x 350

Weight kg 46 49 49

Pipe Connection

Liquid (Flare)
mm 6.35 6.35 6.35

in 1/4 1/4 1/4

Gas (Flare)
mm 12.7 12.7 15.88

in 1/2 1/2 5/8

Compressor Type Swing

Piping Length
Total m 30

Height Di�erence m 20

Operating Range Max (Cooling) °C DB 52

Power Supply Phase/Frequency/Voltage Ph/Hz/V 1/60/220-230 - 1/50/220-240

NOTES:
(*) Not applicable for Kuwait
(*1) Outdoor: 35CDB - Indoor: 27CDB/19CWB
(*2) Outdoor: 46CDB - Indoor: 29CDB/19CWB

Notes


